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INSTALLATION INSTRUCTIONS FOR OMNI-POWER FRONT CAMBER KIT
*Please inspect each item for defect prior to installation
[image: image2.jpg]



INSTALLATION GUIDELINES

● 
Installation by a qualified / trained service technician is recommended.

●  
Refer to Factory Service Manual or Equivalent For Upper Control Arm Removal Instructions and Diagrams
●
Tools Required For Installation:
- 3/8th Drive Socket Wrench

- 14mm Deep Socket 3/8th Drive

- 17m Deep Socket 3/8th Drive
- 17mm Combination Wrench
- 10mm Deep Socket 3/8th Drive (Not used on all models)

- 12mm Deep Socket 3/8th Drive (Not used on all models)

- 5mm Allen Socket 3/8th Drive / Allen Wrench

- 3/8th Drive torque Wrench (Optional ¼ Drive Inch/Lbs Torque Wrench, Depending On Skill of the Mechanic

- Dikes/ Cutters for Cotter Pin Removal

●
Torque Specs:

- 5mm Adjusting Bolts = 7-8 Ft/Lbs, or 84-96 Inch/Lbs



* Most Ft/Lbs Torque Wrenches do not go down to 7 Ft/lbs, so it is highly recommended to use an Inch/Lbs Torque Wrench


- 17mm Crown Nut (Ball Joint Nut) = 20-24 Ft/Lbs



* There is a 4 Ft/Lbs variance to allow for alignment of the Cotter Pin Hole

- All Other Bolts = Use Factory Torque Specs from Factory Service Manual or Equivalent 
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